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APPLICATIONS: HYDRAULIC SYSTEMS IN GENERAL AND HYDRAULIC POWER PACKS

OPTIONAL FEATURES:

GENERAL DESCRIPTION:
In the hydraulic fi eld there is an increasing need to make the components of the hydraulic power pack increasingly compact and smaller.
This new product, developed by Italmanometri, is composed of a pressure gauge and an anti -shock valve, coupled in a way to reduce 
the overall dimensions and meanti me leaving unchanged the rotati on capacity of the pressure gauge on the valve and the sealing of 
the system. Dimensional advantage is parti cularly sensible for DN 100 mm pressure gauges, where the combinati on of gauge with the 
traditi onal valves has quite large dimensions.
The new component, that we called “manoesclusore”, also has the advantage of not being available in this compositi on on the market, 
forcing your customers to contact you for the purchase of any spare parts they may need. The characteristi cs of the pressure gauge are 
exactly the same of our LX series, with the only excepti on of the customized bott om connecti on,  as well as in the upper part of the 
valve  that, while keeping unchanged all the other features of our model MRB101.04, eliminates the swivel connecti on.
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COLOURED PRESSURE GAUGES
3 RANGES: BAR/PSI/MPA

OPERATING CONDITIONS:

DESIGN FEATURES
Pressure gauges according to EN 837-1:

VALVE:

Ambient:
- from -20°C to +80°C;
- from -30°C to +80°C (with silicone oil).
Process Fluid:
- from +5°C to +70°C (glycerine fi lled);
- from -30°C to +70°C (fi lled with silicone oil). 

Ma ximum operati ng temperature:
Maximum operati ng pressure:
- stati c: 75% F.S.V
- dynamic: 60% F.S.V
Overpressure:
Max 30% F.S.V
Thermal deviati on: maximum ±0.3% of span every 10°C 
of deviati on from reference temperature of 20°C

Available diameters of the pressure gauge: 63 mm and 100 mm
Ranges: da -1/0 bar fi no a 0/600 bar
Process connecti on: bott om connecti on made in Brass 
Accuracy: 1,6% for DN63, 1% for DN100
Case and ring: stainless steel AISI 304 
Movement: brass
Dial: screen-printed aluminium
Pointers: painted aluminium
Window: Plexiglass
Degree of protecti on: IP65
Bourdon tubes: AISI 316 stainless steel and Copper alloy

Body: carbon steel
Handle: Polyamide
Sealing O-ring: NBR 
Connecti ons:  OT 58 brass
Thread: ¼ BSPT
Max working pressure: 400 bar.

PRESSURE GAUGE WITH ANTI-SHOCK VALVE (Patent pending)
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